
WD-C 90 
90  motor-powered turn track

Motor-powered turn track made entirely from stain-
less steel. Frame made from non-corrosive, 30x30 mm  
square tubing with adjustable feet. Suitable for all 50x50 
cm washing baskets. The design means that the baskets 
are loaded using a plastic drive chain. Equipped with an 
emergency stop. 

The turn track is connected to the machine’s outfeed side, 
either directly to the machine or to a straight section  
placed between the machine and the track. The turn track 
can also be placed on the infeed side.

Electrical connection: 400V 3N~ 50Hz 0.12kW.

Part no. Description Dimensions

3-4556H 90° motor-powered turn track, right 780x780x890
3-4556V 90° motor-powered turn track, left 780x780x890

˚

WD-C 180
180  motor-powered turn track˚

Motor-powered turn track made entirely from stain-
less steel. Frame made from non-corrosive, 30x30 mm  
square tubing with adjustable feet. Suitable for all 50x50 
cm washing baskets. The design means that the baskets 
are loaded using a plastic drive chain. Equipped with an 
emergency stop. 

The turn track is connected to the machine’s outfeed side, 
either directly to the machine or to a straight section  
placed between the machine and the track. The turn track 
can also be placed on the infeed side.

Electrical connection: 400V 3N~ 50Hz 0.12kW.

Part no. Description Dimensions

3-4557H 180° motor-powered turn track, right 780x1320x890
3-4557V 180° motor-powered turn track, left 780x1320x890
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Suggested layout for dishwashing room 
Dimensions in mm.

90° motor-powered turn track.

www.wexiodisk.com

180° motor-powered turn track.

We reserve the right to change technical data.

Telephone:  +46 470 77 12 00
Fax: +46 470 237 52

Address: Mårdvägen 4
 SE-352 45 Växjö
 SWEDEN
E-mail: wexiodisk@wexiodisk.com


